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(viii) If a shipment of CRTs cannot be 
delivered for any reason to the recycler 
or the alternate recycler, the exporter 
of CRTs must renotify EPA of a change 
in the conditions of the original notifi-
cation to allow shipment to a new re-
cycler in accordance with paragraph 
(a)(5)(vi) of this section and obtain an-
other Acknowledgment of Consent to 
Export CRTs. 

(ix) Exporters must keep copies of 
notifications and Acknowledgments of 
Consent to Export CRTs for a period of 
three years following receipt of the Ac-
knowledgment. 

(b) Requirements for used CRT proc-
essing: Used, broken CRTs undergoing 
CRT processing as defined in § 260.10 of 
this chapter are not solid wastes if 
they meet the following requirements: 

(1) Storage. Used, broken CRTs under-
going processing are subject to the re-
quirement of paragraph (a)(4) of this 
section. 

(2) Processing. 
(i) All activities specified in para-

graphs (2) and (3) of the definition of 
‘‘CRT processing’’ in § 260.10 of this 
chapter must be performed within a 
building with a roof, floor, and walls; 
and 

(ii) No activities may be performed 
that use temperatures high enough to 
volatilize lead from CRTs. 

(c) Processed CRT glass sent to CRT 
glass making or lead smelting: Glass from 
used CRTs that is destined for recy-
cling at a CRT glass manufacturer or a 
lead smelter after processing is not a 
solid waste unless it is speculatively 
accumulated as defined in § 261.1(c)(8). 

(d) Use constituting disposal: Glass 
from used CRTs that is used in a man-
ner constituting disposal must comply 
with the requirements of 40 CFR part 
266, subpart C instead of the require-
ments of this section. 

§ 261.40 Conditional Exclusion for 
Used, Intact Cathode Ray Tubes 
(CRTs) Exported for Recycling. 

Used, intact CRTs exported for recy-
cling are not solid wastes if they meet 
the notice and consent conditions of 
§ 261.39(a)(5), and if they are not specu-
latively accumulated as defined in 
§ 261.1(c)(8). 

§ 261.41 Notification and Record-
keeping for Used, Intact Cathode 
Ray Tubes (CRTs) Exported for 
Reuse. 

(a) Persons who export used, intact 
CRTs for reuse must send a one-time 
notification to the Regional Adminis-
trator. The notification must include a 
statement that the notifier plans to ex-
port used, intact CRTs for reuse, the 
notifier’s name, address, and EPA ID 
number (if applicable) and the name 
and phone number of a contact person. 

(b) Persons who export used, intact 
CRTs for reuse must keep copies of 
normal business records, such as con-
tracts, demonstrating that each ship-
ment of exported CRTs will be reused. 
This documentation must be retained 
for a period of at least three years from 
the date the CRTs were exported. 

APPENDIX I TO PART 261— 
REPRESENTATIVE SAMPLING METHODS 

The methods and equipment used for sam-
pling waste materials will vary with the 
form and consistency of the waste materials 
to be sampled. Samples collected using the 
sampling protocols listed below, for sam-
pling waste with properties similar to the in-
dicated materials, will be considered by the 
Agency to be representative of the waste. 
Extremely viscous liquid—ASTM Standard 

D140–70 Crushed or powdered material— 
ASTM Standard D346–75 Soil or rock-like 
material—ASTM Standard D420–69 Soil- 
like material—ASTM Standard D1452–65 

Fly Ash-like material—ASTM Standard 
D2234–76 [ASTM Standards are available 
from ASTM, 1916 Race St., Philadelphia, 
PA 19103] 

Containerized liquid waste—‘‘COLIWASA.’’ 
Liquid waste in pits, ponds, lagoons, and 

similar reservoirs—‘‘Pond Sampler.’’ 
This manual also contains additional infor-

mation on application of these protocols. 

[45 FR 33119, May 19, 1980, as amended at 70 
FR 34562, June 14, 2005] 
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